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A refrigeration type vinyl magnetic strip in an anodised aluminium
housing, which provides a very tight seal for steel clad doors and
jambs, and may be used as a stop. For timber doors, a thin steel strip
can be attached to the door face. The magnetic strip has sufficient
closing strength that latches are not required. It can also be used in
pairs on meeting stiles of timber doors.

Location: Single or double doors, sliding doors and stiles, heads and
jambs or bulk head applications. Butt hinges recommended.
Min/Max Gap: 4mm to 8mm (meeting stiles).
Standard Finish: Anodised Satin Clear.
Seal Sizes: 1000 or 2250mm stock lengths
Used in Conjunction: Door bottom seals.

Note: As an astragal seal, RP39 is not recommended for highly 
active doors, i.e. it is best suited to infrequent use and door
closer hold-open applications.

M RP39

Magnetic seals

A magnetic seal that is fixed to the head and jambs as a door stop
where steel clad doors are used. For timber doors, a thin steel strip
can be attached to the door face. The magnetic strip has sufficient
closing strength that latches are not required.

Location: Head and jamb for single and double broad 
butt hinged doors.
Min/Max Gap: 0–4mm (user determined).
Seal Sizes: single or double doorsets 
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Door bottom seals and astragal seals.

Note: If fixing to rebated frames of single doors, 
specify a large backset door latch.

M
RP85

A refrigeration type PVC magnetic strip in an anodised aluminium
channel, that is morticed into the stiles of hardwood double timber
doors, either pivot, sliding or butt hinged, to form an effective
astragal. It provides a very positive seal and has sufficient closing
strength that latches may not be required.

Location: Double swinging doors and sliding door meeting stiles.
Min/Max Gap: 5mm to 7mm. (swing doors).
Seal Sizes: 1000 or 2250 stock lengths.
Standard Finish: Anodised Satin Clear.
Used in Conjunction: Door bottom and frame seals.

Note: Centre latching cannot be used in this configuration. 
The aluminium channel is designed to fit into a 16.5 x 12mm
mortice. The magnetic seals are locked to prevent ‘creeping’.
RP65 is not recommended for highly active doors. i.e: best suited
to infrequent use and door closer hold open applications.

M
RP65
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The RP14 below is an open cell foam adhesive weather seal for doors and windows. Quick and easy to install, it works well in eliminating
draughts and rattles and cushioning applications. Further down are superior quality self adhesive door and window frame weather strip.
These soft rubber EPDM seals are set into the corners between the door stop and frame providing a compression seal.

Self-adhesive seals

Polyester foam adhesive weather seals which 
are available in white or charcoal, (RP14B white only).

Location: Around door and window frames.
Min/Max Gap: 3/5mm (user determined).
Seal Sizes: 5m coil (RP14b 2.5m lengths).

RP14, RP14A, RP14B

Available in white or brown.

Location: Around door and window frames.
Min/Max Gap: 3/5mm (user determined).
Seal Sizes: 5m coil pack length (2x2.5m).

RP48

Available in white or brown.

Location: Around door and window frames.
Min/Max Gap: 3/6mm (user determined).
Seal Sizes: 5m coil pack length (2x2.5m).

RP55

Available in white or brown.

Location: Around door and window frames.
Min/Max Gap: 2/4mm (user determined).
Seal Sizes: 5m coil pack length (2 x 2.5m).

RP59

L

A self adhesive soft woven pile draught seal which 
is ideal for sliding door and window applications. 
Polypropylene fibre seal in grey.

Location: Around window and door frames.
Min/Max Gap: 3/5mm (user determined).
Seal Sizes: 5m (max). Can be cut to length required.

RP61

Available in grey or white.
A multi purpose self adhesive EPDM  compression seal.

Location: Multi-use (user determined).
Min/Max Gap: 6/8mm (user determined).
Seal Sizes: 2m coil pack.

RP108

L

L

L

L

L
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Acoustics
What combination of acoustics seals do I need to
achieve acoustic performance in the mid 30dB/Rw?

RP10si around the head & jambs. 
RP38si threshold seal on door bottom 
face fixed or semi-morticed or RP99si.
RP66 Threshold plate for carpet or RP82 
or similar for hard floor finishes. 
Meeting stiles pairs of doors RP16si or RP71si. 

Weather
I have an exterior door exposed to wind and rain - what
combination of seals will give me a good level of sealing
against the elements?

Head & jambs RP78si, RP94si or RP113.
Door bottom seal RP4.
Pair of doors - Meeting stiles RP16 or 71.
Alternative spec for door bottom RP4T 
with RP77 or RP95 for less extreme conditions.

Large gaps at the door bottom 
I have a door in a heritage building which I am not
allowed to replace but need to seal a very big gap 
at the door bottom, how do I achieve this?

Use a RP92 which will fill a gap up to 55mm with 
a suitable threshold plate RP82 or RP66. 

Large gaps at the door head
I need a concealed transom and it’s going to leave 
a gap at the doors head. How can I seal this?

Some concealed door closers create a 8mm gap at the
head of the door which if it is a fire/smoke doorset is
unacceptable for smoke control. A standard intumescent
brush or slide flipper are only designed to cover a 4mm
gap, so in addition a brush strip is needed. Use a RP74. 
It is ideal as the 13mm brush easily fills the space. Full
test evidence available up to 200°C. 

Questions and answers

Pairs of 180o Double swing doors 
(Pivot mounted doors)
I need to seal for both smoke and acoustics how can this
be achieved on double swing doorsets?

TWO rows of RP71Si on the jambs, stiles, heads and ONE
on the meeting stiles. The plain meeting stile should be
slightly rounded to provide a smooth engagement with
the stile with the seal. Automatic Door Bottom seals will
NOT work in a pivot doorset arrangement, so sealing at
the bottom of the door needs to be passive (e.g. using
the RP73). 

Privacy seals for accessible WC’s
I have a double action single door on an accessible WC
and bathroom. How can I maintain privacy for the users?

Privacy issues on the jambs need to be taken into account
for e.g hospital bathrooms, as there is no frame stop on
the hinged edge of the door and there must be clearance
for the pivots to operate. Where this situation exists the
gap makes private rooms less than private, fitting of a
seal to that back edge should be considered.
ONE row of RP500 on the jamb, stile and head.

I need seals for a cleanroom environment/air regulation in
a hospital, which will also give me acoustic performance?

Head & jambs RP84si doorset kit.
Door bottom seal RP8si.
Threshold Plate RP66 or 82 (low profile threshold).

Sliding Doors
How do I seal sliding doors?

With sliding doors, the key question is, what are you
trying to seal? In general RP73 or RP12 should be used
around the head and jambs and a brush seal along the
threshold (e.g. RP2A).
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Astrodraft is part of the Astroflame group

As part of our policy of ongoing improvements, we reserve the right to modify, alter or change product specifications without giving notice. Product illustrations are representations only. All information
contained in this catalogue is provided for guidance only, and as ASTROFLAME FIRESEALS LTD has no control over the installation methods of the products, or of the prevailing site conditions, no
warranties expressed or implied are intended to be given as to the actual performance of the products mentioned or referred to, and no liability whatsoever will be accepted for any loss, damage or
injury arising from the use of the information given of products mentioned or referred to herein. 

The information in this catalogue to the best of our knowledge is true and accurate and based upon current test data and is supplied for your guidance only. Customers should satisfy themselves 
to the suitability of the product in its intended use and no guarantee is given or implied since the conditions of actual use are beyond our control. ASTROFLAME FIRESEALS LTD, disclaim any liability
for loss, damage or other expense arising from the use of information, data or products mentioned or referred to and reserve the right to change any details or specifications without notice.
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UAE
uae@astroflame.com

USA
usa@astroflame.com
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